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FRONT VIEW Il SCALE 1:2

PRODUCT CONSTRUCTION EXAMPLE
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Varies

SECTION VIEW Il SCALE 1:2

4 5 6

Letter finish varies

Inside & outside
radius min. 0.025"

Bead blasted returns
(standard)

C
1/8"-1" thick
(based on metal type)
ISOMETRIC BACK VIEW Il SCALE 1:1.5
NOTES:
- Optional - Back finished or unfinished
- Customer supplied install material TLE:
- Min. 1/8" stroke waterjet or lasercut based on gauge and material type '
D - Multiple face finish options FLAT CUT METAL - PLAIN MOUNT
- Multiple gauges, based on metal ‘ G E M I N I
- Aluminum, stainless steel, brass, bronze, copper, corten V MATERIAL: PRODUCT TYPE:

- Letters or logos, standard or custom
- 1/2" high and larger, based on metal & gauge
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Letter finish varies

Inside & outside radius,
min. 0.025"

Holes drilled and tapped to
receive threaded studs

Spacing

) Varies
Varies Bead blasted returns
(standard)

Varies

FRONT VIEW Il SCALE 1:2.5 SECTION VIEW A-A Il SCALE 1:2.5

A

Optional spacer sleeve
(size varies)

Threaded studs

1/4" - 1" Thick (based on metal type)

Aluminum studs with aluminum letters
Stainless steel studs with other metal types

DETAIL DW Il SCALE 2:1 ISOMETRIC BACK VIEW Il SCALE 1:1.5
SIZE MIN
STUDS/LTR
Up to 3" 3 studs
over 3" - 15" 4 studs .
Over 15" 6 studs TITLE:

NOTES:
- Typical stud length 2" beyond back of letter
- Letters under 15" high - 10/24 studs, 15"+ high - 1/4-20 studs. MATERIAL: PRODUCT TYPE:

- Less than 3/8" stroke, 6-32 or 4-40 studs
- Minimum 1/4" thick METAL FLAT CUT METAL
- Letters or logos, standard or custom
1 2 DWG NO. FTMT10 REV 10/25/16 SCALE: AS INDICATED SHEET 1 OF 1
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Threaded studs

A
DwW
Letter finish varies
Inside & outside radius,
min. 0.025"
Varies Bead blasted returns
Minimum 4" high (standard)
Back unfinished
B (Finished - optional)
Varies
C
FRONT VIEW Il SCALE 1:2.5 SECTION VIEW A-A Il SCALE 1:2.5
Optional spacer sleeve
(size varies) 3/8" min - 1" thick
(Based on metal type)
c Tie back hole
Aluminum studs with aluminum letters
Stainless steel studs with other metal types ISOMETRIC BACK VIEW Il SCALE 1:1.5
NOTES: DETAIL DW Il SCALE 2:1 TITLE:

-4" - 24" high letters

D | - Typical stud length 2" beyond top of letter ' GEMINI FLAT CUT METAL - TOP STUD MOUNT
N\

- Letters under 8" high, 10/24 studs, 8" high and larger, or 1/2" thick
or more, 1/4-20 stainless steel studs
- Minimum 2 studs per letter, min. 3/8" thick MATERIAL: PRODUCT TYPE:

- Round letters (O, C, G, Q, S) sanded flat tops - optional
- Tie back recommended if over 8" high letters (not included) M ETAL F LAT C UT M ETAL
- Letters or logos, standard or custom
1 2 DWG NO. FTMT30 REV 10/25/16 SCALE: AS INDICATED SHEET 1 OF 1



Threaded studs

DwW
Letter face varies Inside & outside radius
Varies min. 0.025"
Min. 4" high
Bead blasted returns
(standard)
B Varies
Back unfinished
C Finished - optional
FRONT VIEW Il SCALE 1:4 SECTION C-C Il SCALE1:4
3/8"min - 1" Thick (based on metal type)
Optional spacer sleeve
/}./‘
/
/
C |
\
\
\__
DETAIL DW SCALE 3 : 2 ISOMETRIC BACK VIEW Il SCALE 1: 2
TITLE:
. NOTESs: FLAT CUT METAL - TOP AND BOTTOM STUD
- 4"-24" high letters
- Typical stud length 2" MOU NT

- Letters under 8" high - 10/24 studs, 8" high and larger, or 1/2" thick or more,

1/4-20 stainl teel stud : :
- Optiona?: %gﬁggds'?:pss:nc? bottoms of round letters such as (G, O, S, U, C, J, Q) ‘ G E MI N I MATERIAL: PRODUCTTYPE:
- Minimum 4 studs per letter, min 3/8" thick \/ METAL FLAT CUT METAL

- Letters or logos, standard or custom
1 2 DWG NO. FTMT120 REV. 10/25/2016 SCALE: AS INDICATED SHEET 1 OF 1



Letter finish varies

A \ % Standard bead blasted
returns
Min. 4"
Tie-back attachment
hole
DW
l—1
N
B Varies
FRONT VIEW SCALE 1: 6 SECTION A-A SCALE1: 6
Customer supplied hardware and
holes - for mounting rail to mounting surface
Stud boss (size varies) Type varies by mounting surface
90 degree angle
c 6061-T6 extruded-aluminum

1/4 - 20 pan head stainless
steel attachment screws

0 - 7" return draft - thickness/depth
DETAIL DW SCALE 1: 2 - varies by style and height

Customer supplied mounting hole
. & hardware for all rail mounts
NOTES: . I ISOMETRIC BACK VIEW Il SCALE 1:3
- Letters are pre-assembled to rails to ensure fit. Min. 2 screws per letter - Larger
letters shipped loose.
- Min. 4" - 24" high letters, min. 3/8" thick, min. 1/2 stroke TITLE:

- Optional rail lengths, up to 96", typicall ted b d

D Round loter botioms - sanded flat - optionl CAST METAL BOTTOM ANGLE BRACKET MOUNT
- Rail finish: painted standard or custom color
- Tie-backs recommended on letters over 12" high (not supplied) & G E M I N I

- Optional angle brackets: 2" x 2" x 1/4", 1 1/2" x 1 1/2" x 3/16", 1" x 1" x 3/16" MATERIAL: PRODUCT TYPE:
- Standard catalog styles or customer per vector art. Flat faced/round/prismatic ’ ’
profile options. Typical 3/16" - 1/4" wall thickness on hollow back letters/logos. ALU M I N U M CAST M ETAL
- Letters or logos, standard or custom
1 2 DWG NO. CAST90 03/04/17 SCALE: AS INDICATED SHEET 1 OF 1
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